Data sheet Quadax®- gate valve replacement @

butterfly valve
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- size

body details

butterfly valve: bare shaft
pressure range: 0-2320 psi
orifice: NPS 3-40
connection: flange

carbon steel, stainless steel, special material

body materials: (duplex, inconell, bronze)

valve seat materials: inconell, others on request

seal materials: graphite / stainless steel, inconell, stainless steel, PTFE

Above stated body materials refer to the valve port connections that get in
contact with the media only!

general specifications

B ap

- media

details needed orts flange
P ANSI 150 / 300 / 600 / 900
[ pipe connection function NC / NO / DA depending upon actuator
|| operating pressure body pressure O to 2320 psi
- flow rate pressure range Ap standard shaft 754 psi in both directions
Ap optional shaft 1450 psi in both directions
[P closing time cv value gal/min see table
ANSI class VI
- process temperature A DIN EN 12266
- leakage rate
[ outside temperature BS 6364
Fire safe
flow direction A->B as marked
A switching time s size/4
process- and outside standard 14 °F to +842 °F
The valves' technical design is based temperature with special materials  -454 °F to +1472 °F
on media and application require- limit switch ti
ments. This can lead to deviations Imit switches option
from the general specifications approvals PED / Fire safe / BAM / TA Luft /
shown on the data sheet with ATEX in further
regards to the design, sealing mate- weight b see table
rials and characteristics. "
additional UDOR request
equipment P 4
If order or application specifications cv-curve
are incomplete or imprecise there 100 190
exists a risk of an incorrect technical é
design of the valve for the required E 90
application. As a consequence, the a
physical and / or chemical proper- w 80
: . o
ties of the materials or seals used, °
may not be suitable for the intended ‘:: 70
application. S 60
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Dimensions

i (mm) 80 100 125 150 200 250 300 350 400 450 500 600 700 750 800 900 1000
size (inch) 3 4 5 6 8 10 12 14 16 18 20 24 28 30 32 36 40
pipe cl to mounting plate A 504 638 748 799 945 1098 12.01 12.80 1516 1594 1732 20.87 24.80 24.80 27.56 32.68 36.22
pipe cl to cover screws B 508 622 732 803 949 11.06 1209 1311 15.08 15.87 17.36 21.30 25.31 25.31 28.07 3291 36.46

bare shaft length

. - C 374 492 531 571 709 709 709 11.02 1.38 11.81 1260 12.60 14.45 14.45 14.45 1567 1567
for direct mounting

bare shaft length

for acdopter C 201 268 268 268 335 335 335 681 669 669 669 669 827 - - - -
ANSI150 D 748 906 - 11.02 13.86 1594 19.09 2165 23.23 25.20 27.56 32.09 36.50 3874 4272 4598 50.79

flange diameter ANSI 300 D 827 1000 - 12.60 1496 17.52 20.28 23.03 2598 2795 30.31 3575 40.75 4299 4524 50 4874
ANSI 600 D 827 1083 - 1398 1654 20 22.0523.82 2697 29.33 32.09 37.01 42.24 44.09 4701 5177 5197

:‘If’s‘g'tsi;%"'“te Ezzzeer;;’” F FO7 FIO F12 Fl4 Fl6 Fl6 Fl6 F25 F30 F30 F35 F35 F40 F40 F40 F48 F48
G - - - - - - 157 177 197 217 217 276 354 354 394 433 472

trim A 290psimax. H - - - - - - 047 055 055 063 063 079 098 098 110 126 126
I - - - - - - 177 236 236 315 315 354 453 453 492 551 630

G 071 079 0.87 126 126 157 177 217 256 276 295 354 433 433 512 591 630

trim X (standard) 754psimax.  H 024 024 024 039 039 0.47 055 063 071 079 079 098 126 126 126 142 157
| 110 110 157 157 157 177 236 315 3.46 354 354 453 551 551 709 709 7.87

G - - - - 177 217 256 295 354 374 433 512 591 591 709 748 866

trim B 1500psimax. H - - - - 055 063 071 079 098 098 126 126 142 142 177 177 197
I - - - - 236 315 346 354 15 492 551 709 709 709 866 984 11.02

G 079 110 126 157 197 2.56 295 354 433 433 512 591 669 669 7.87 906 984

trimC 2250psimax. H 024 031 039 0.47 055 071 079 098 126 126 126 142 157 157 177 197 220
I 110 157 157 177 236 3.46 354 453 551 551 709 709 7.87 7.87 9.45 11.02 1260

K 398 4.49 - 492 528 594 661 693 748 850 898 1000 1201 1201 1299 1398 -

ANSITSO L 799 902 - 1051 1.50 1299 14.02 15.00 1598 1701 1799 20.00 24.02 2402 2598 2799 -

K 402 433 - 492 528 594 661 693 748 854 945 1.42 1358 1476 1555 1752 -

ANSIB1610 ANSI 300

L 1170 1201 - 1587 1650 1799 1976 30.0 3299 3598 3902 4500 5299 55.0060.00 6799 -

K 441 496 - 602 650 713 764 815 858 945 988 1177 1358 1476 1555 1752 -

ANSI600 L14.02 1701 - 22.01 2598 3098 32.99 35.00 3902 4299 4701 55.00 6098 65.0070.00 8201 -
timA  Ap max. 290 psi - - oo - 4462 6370 9237 1248315024 24013 29620 37978 42003 55308 65269

cv-value (gal/ trim X Ap max. 754 psi 137 300 486 760 1680 2850 4314 5953 8513 11612 14091 22387 26838 31702 38771 50250 59765

min) trim B Ap max. 1500 psi N - N - 1458 2469 3698 5185 7305 10160 11913 19137 23053 25914 33293 45295 51679

trimC  Ap max. 2250 psi 17 242 400 670 1353 2228 3402 4607 6580 9290 10979 17444 21199 24658 31138 40341 47523
weight (standard) (approx. Ib) 49 66 Q3 15 203 260 432 633 833 1089 1327 1814 2081 2385 2734 3263 3549
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